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Wireless USB
Adapter
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High
Speed

Easy
Setup

High-gain omni-directional antenna for better signal stability:
It features an external high-gain omni-directional antenna to achieve a longer
transmission/reception distance and better signal stability.

•Exceptional wireless speed up to 150Mbps
•External 5dBi omnidirectional antenna, wireless signal transfer more stably
•Security support for 64/128 WEP, WA/WPA2/WPA-PSK/WPA2-PSK
•Seamlessly compatible with 802.11b/g/n devices

180º 90º



Interface USB 2.0

Antenna Type External Antenna

Antenna Gain 5dBi

Wireless Standards IEEE802.11b/g/n

Frequency 2.4~2.4835GHz

Signal Rate
11b: 1/2/5.5/11Mbps
11g: 6/9/12/18/24/36/48/54Mbps
11n: up to 150Mbps

Tx Power 17dBm (Max)

Reception Sensitivity

135M:-70dBm@10%PER
108M:-70dBm@10%PER
54M:-74dBm@10%PER
11M:-89dBm@8%PER
6M:-90dBm@10%PER
1M:-96dBm@8%PER

Wireless Modes Station/soft AP

Wireless Security Support 64/128 bit WEP, WPA/WPA2, WPA-PSK/WPA2-PSK (TKIP/AES)

Modulation Technology OFDM/CCK/16-QAM/64-QAM

System Requirements WinXP/Vista/Win7/Win8

Operating Environment

Operating temperature: 0℃~40℃ (32°F~104°F)
Storage temperature: -40℃~70℃ (-40°F~158°F)
Operating humidity: 10%-90% RH Without condensation
Storage humidity: 5%-90% RH No condensation

LB-LINK is the registered trademark of Shenzhen BILIAN Electronic CO.,Ltd. All the products and product names mentioned here are the trademarks or
registered trademarks of their respective holders, Specifications are subject to change without notice. Copyright © 2012 LB-LINKAll Rights Reserved.
Add: Room 501, Building 3, No. 32 Dafu Road, Zhangge Community, Fucheng Street, Longhua District, Shenzhen City.
Any questions please contact: info@lb-link.cn

www.lb-link.cn

150Mbps High Gain Wireless USB Adapter
BL-WN155A

Internet Wireless Router BL-WN155A PC

WWW

https://www.lb-link.cn/down/88FU.zip

Download Driver


